PROJECT DESCRIPTION

THIS PROJECT INVOLVES THE INSTALLATION OF LED FQUIPMENT LIST “A” | PHASING CHART
COUNTDOWN PEDESTRIAN SIGNAL HEADS, APS PUSHBUTTONS, |

AND SIGNS AT THE INTERSECTION OF MD 144 AND FRANKLIN ST.

. B vy OT .
IN FREDERICK COUNTY. MD 144 1S ASSUMED TO RUN IN AN A- BEQUIPMENT TO BE SUPPLIED BY THE SHA | NO PHASE CHANGE
EAST-WEST DIRECTION. NONE
/! ¥4
INTERSECTION OPERATION FQUIPMENT LIST "B
THIS INTERSECTION CURRENTLY OPERATES IN A NEMA FOUR-— .
PHASE FULL-TRAFFIC—-ACTUATED MODE WITH EXCLUSIVE/ GENERAL NOTES
PERMISSIVE LEFT TURN PHASE FOR WEST BOUND MD 144, AN B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR. |
ALTERNATE PEDESTRIAN PHASE FOR THE WEST LEG OF THE
INTERSECTION AND A RIGHT TURN OVERLAP FOR NORTHBOUND 1. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION.
FRANKLIN STREET ITEM NO. DESCRIPTION UNIT QUANTITY
1001 REMOVAL OF EXISTING PAVEMENT LINE MARKINGS, ANY WIDTH LF 245 2. TgERBEE¥§$ET$ER3HAkESBiNSESESEEéﬁbELESEL¥52Mé§é;IgiBﬁéL SIGNAL CABLE TO THE
CONTROLLER REQUIREMENTS 2002 TEST PIT EXCAVATION cy 2 APP IN -
5 NCH WHI D FREE REFLECTIVE T ASTIC T MARKINGS LF 250
THE EXISTING FULL-TRAFFIC~ACTUATED EIGHT PHASE QU5 12 TE LEA REFLEC HERMOPL PAVEMEN 3. ALL UNUSED CABLE SHALL BE REMOVED AND DISPOSED OF BY THE CONTRACTOR.
8001 AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON EA 4
TRAFFIC SIGNAL CONTROLLER HOUSED IN A BASE MOUNTED 8003 FURNISH AND INSTALL 5 WIRE CONTROL ONI- - 1
CABINET WILL BE USED. AN APS CENTRAL CONTROL UNIT 8004 LED 16 INCH COUNTDOWN PEDESTRIAN SIGNAL HEAD - 4 4. UNDERGROUND UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.
WILL BE FURNISHED BY THE CONTRACTOR AND INSTALLED 8005 PEDESTRIAN EDUCATION SION  4-R10-3(1) MOD (8 “x15") £ h THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING “MISS UTILITY” PRIOR TO CONSTRUCTION
8011  ADJUST EXISTING HANDHOLE - : CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR SHALL
S G UIT - LF 70 .
8015 3 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED 5. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK GRADE.
8020 ELECTRICAL CABLE — 2 CONDUCTOR (NO. 14 AWG) LF 380
APS WILL FUNCTION AS FOLLOWS: 8021 ELECTRICAL CABLE - 5 CONDUCTOR (NO. 14 AWG) . LF 560
NEG  CITY OF FREDERICK STYLE BROWN BREAKAWAY PEDESTAL POLE WITH TRANSFORMER  Ea 2 6. ACCESSIBLE PEDESTRIAN CONTROL EQUIPMENT SHALL BE DELIVERED TO THE SHA SIGNAL SHOP FOR
TO CROSS PATRICK STREET: SASE AND FOUNDATION TESTING AND PROGRAMMING PRIOR TO INSTALLATION. CONTACT MR. EDWARD RODENHIZER AT
410-787-7652 TO COORDINATE.
A. WHEN PEDESTRIAN LOCATES AND PRESSES PUSHBUTTON |
FOR AN EXTENDED TIME. THE PUSHBUTTON UNIT MESSAGE 7. LOCATION OF ACCESSIBLE PEDESTRIAN PUSHBUTTONS MUST MEET THE LOCATION REQUIREMENTS OF
WILL BE “WAIT TO CROSS PATRICK AT FRANKLIN.” Y THE MUTCD, SECTION 4E-09 AND FIGURE 4E—-2 AND THE NCHRP PUBLICATION. “ACCESSIBLE
EQUIPMENT LIST "C PEDESTRIAN SIGNAL: GUIDE TO BEST PRACTICE.” IF NOT MET., THE CONTRACTOR 1S TO STOP WORK
B. WHEN WALK PHASE BEGINS, THE MESSAGE WILL BE A ON PUSHBUTTON LOCATIONS UNTIL THE CONFLICT HAS BEEN RESOLVED. IF NEEDED. A DESIGN
SiEéDPLigE WHICH WILL LAST FOR THE DURATION OF THE C. EQUIPMENT TO BE REMOVED BY THE CONTRACTOR AND RETURNED T8 SHa. WAIVER SHALL BE OBTAINED. APPROVED BY THE DIRECTOR, OFFICE OF TRAFFIC AND SAFETY.
8. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A
ALL MATERIALS AND EQUIPMENT REMOVED BY THE
TO CROSS FRANKLIN STREET: WHEELCHAIR FROM 60”X60” LEVEL LANDING AREA. A LEVEL LANDING AREA IS AN AREA WITH
CONTRACTOR SHALL BECOME THE PROPERTY OF THE CONTRACTOR. A CROSS SLOPE OF LESe THAN 59
A. WHEN PEDESTRIAN LOCATES AND PRESSES PUSHBUTTON FOR AN
EXTENDED TIME. THE PUSHBUTTON UNIT MESSAGE WILL BE “WAILT 9. PUSHBUTTON IS TO BE LOCATED SO THAT A PEDESTRIAN IN A WHEELCHAIR LOCATED ON THE
: TO CROSS FRANKLIN AT PATRICK.” LEVEL LANDING AREA, DOES NOT HAVE TO REACH MORE THAN 18”.
<;> B. WHEN WALK PHASE BEGINS, THE MESSAGE WILL BE A RAPID TICK & 10. THE 10’ SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF PUSHBUTTON,
* WHICH WILL LAST FOR THE DURATION OF THE WALK PHASE. NOT CENTER TO CENTER OF POLE.
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